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DTEN ME Pro

Software DTEN OS

All-in-One Multi-touch Display
3-Camera Array
8-Microphone Array
Integrated Speakers

Display LED 27” 16:9
1080p Capacitive Touch Display

Camera System 3 Camera array
Horizontal Field of View (HFOV): 160° Combined

Audio System 8 Microphone array
Integrated Stereo Speakers
Acoustic Echo Cancellation 
Automatic Gain Control (AGC) 
AI-based Noise Cancellation
DTEN Smart Connect

Network Ethernet (RJ-45) 
WiFi 2.4Ghz & 5Ghz (802.11a/b/g/n, 802.11ac)
IPv4 Dynamic Host Configuration Protocol (DHCP)/ Static
HTTP/HTTPS Proxy Support

Inputs & Outputs Ethernet LAN (RJ45) x 1
HDMI In x 1
USB Type-C x 1

In the Box Power Cord and Adapter
HDMI cable x 1
USB Type-C Cable x 1
HDMI to USB Type-C Dongle x 1

Power 100 to 240 VAC, 50 to 60 Hz

Product Dimensions 24.25 x 15.4 x 4.1 in (616mm x 391mm x 104mm)

Product Weight 14.33 lb (6.5 kg)

Packaging Dimensions 28.94 x 7.87 x 19.6 in (735 x 200 x 498mm)

Packaging Weight 19.8 lb (9 kg)

Operating Temperature and 
Humidity

Operating Temperature 0°C to 40°C
Storage Temperature -10°C to 60°C
Operating Humidity 20% to 80% RH
Storage Humidity 10% to 60% RH

27” Personal Meeting and 

Collaboration Device
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